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ULTIMO was founded in 2015, with great determination and dedication, the company grows rapidly. ULTIMO now offers 

more than 800 items to our customers across Europe.



We are manufacturing vendor for lighting and electrical items. In our portfolio you will find abundant lighting products 
and household electronics. They are produced in our own two factories located in Ningbo, plus over 50 partner suppli-
ers in East and South China. 

We do quality control, make sure our products are worry-free.

-Our engineer keep pace closely with the EU regulation, make sure the products we developing meet the legislative 

requirement.

-Before start mass production, our items undergoing strict test in our lab which equipped with nearly 50 advanced 
measuring instruments. The test including safety, strength and durability of its material, photoelectric parameter, 
lighting distribution, lumen maintenance, water and dust proof, performance under high and low temperature, make 
sure our products will have the service life as promised on contract and packaging.

-Strict SOP on the production line, 100% test before packaging.
-QC inspection before shipment.



Information for reader
IP20

IK01

IP protection classes

The IP protection classes have been defined in 

connection with the IEC-EN 60529 publications.

The protection class indicates the suitability 

of electrical operating materials for different 

ambient conditions.

The IP number indicates the level of protection 

against contact, foreign body ingress and 

water ingress.

IK protection classes

The letter IK indicate the level of shock 

resistance of the product according to EN 

50102.

Please note: The IEC (IP) and VDE (P) scope of 

protection and tests are not always identical.

Code letters

(International Protection)

Code letters

(Inverse Kinematics)

First number

Protection against solid foreign bodies e.g. dust

Second number

Protection against water

Two Digits

Ascertain the resistance of a product to an impact given in 

Joules from the IK code (graduated from 00 to 10)

Number Scope of protection

0
No protection against solid foreign bodies and 

dust.

No protection against contact.

1
Protection against foreign bodies > 50 mm.

Protection against large-area contact with the 

hand.

2
Protection against foreign bodies > 12.5 mm.

Protection against contact with the fingers.

3
Protection against foreign bodies > 2.5 mm.

Protection against contact with tools, wires 

etc. > 1 mm.

4
Protection against foreign bodies > 1 mm.

Protection against contact with tools, wires 

etc.

5
Protection against internal dust deposits.

Protection against contact with the hand.

6
Protection against the ingress of dust.

Complete protection against contact.

Number Scope of protection

0 No protection against water

1 Protection against vertically falling water drops

2 Protection against dripping water when tilted

3 Protection against spraying water

4 Protection against splashing water

5 Protection against water jets

6 Protection against powerful water jets

7
Protection against temporary immersion

(water-tight)

8
Protection against continuous immersion

(water-pressure-tight)

The most common IP protection classes:

IP20: Protected against contact and foreign bodies

IP44: Protected against foreign bodies and splash-proof

IP54: Protected against dust and splash-proof

IP65: Dust-tight and protected against water jets

IP67: Dust-tight and water-tight

IP68: Dust-tight and water-pressure-tight

The resistance graduated of impact Joules:

00 No protection 06 Protected against 1.0 J shocks

01 Protected against 0.15 J shocks 07 Protected against 2.0 J shocks

02 Protected against 0.20 J shocks 08 Protected against 5.0 J shocks

03 Protected against 0.35 J shocks 09 Protected against 10.0 J shocks

04 Protected against 0.50 J shocks 10 Protected against 20.0 J shocks

05 Protected against 0.70 J shocks

Class I - equipment where the protection 

against electrical shock does not depend 

only on the main insulation, and where all 

the accessible dangerous active parts are 

connected on a protective earth circuit. 

Class II - equipment where the protection 

against electrical shock does not depend

only on the main insulation, including the 

double or reinforced. 

Class III - equipment where the protection 

against electrical shock depends on the 

supply from a security low voltage. 

CE Marking A CE Marking means that the 

equipment is in  compliance with European 

Directives for electromagnetic  compliance 

directive 2014/30/EU and Low Voltage 

Directive 2014/35/EU.

We offer complete product range for lighting and household electronics. We do market investigation and we 

understand the business model of our customers. We offer the right products which are popular in the market, and we 
bring innovations to our products. 
You can always find added value in our products, this is distinction compared with other products, and critical to help 
our customers succeed in the highly competitive market. 
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LED FLOODLIGHT&

WORK LIGHT

PART 1
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Die-cast aluminum housing+Tempered glass diffusor.

With H05RN-F 3G 1.00mm² rubber cable, 15cm.

04

TBE10SX

TBE20SX

TBE30SX

TBE50SX

TBE100SX

TBE150SX-1

TBE200SX-1

TBE10SX-B17

TBE20SX-B17

TBE30SX-B17

TBE50SX-B17

TBE100SX-B17

Item

10W

20W

30W

50W

100W

150W

200W

10W

20W

30W

50W

100W

Wattage

1000lm

2000lm

3000lm

5000lm

10000lm

15000lm

20000lm

1000lm

2000lm

3000lm

5000lm

10000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110º

110º

110º

110º

110º

110º

110º

110º

110º

110º

110º

110º

101x95x21mm

122x114x21mm

144x129x25mm

184x160x25mm

237x206x34mm

292x258x34mm

342x289x34mm

101x116x47mm

122x131x47mm

144x184x47mm

184x215x47mm

237x257x56mm

Angle Dimension

With plug&play sensor function.

Die-cast aluminum housing+Frosted PC diffuser+PC frame.

Cranked bracket or 3D bracket optional.

15cm H05RN-F 3G 1.00mm² rubber cable or quick connector optional.

TWA10SX

TWA20SX

TWA30SX

TWA50SX

TWA100SX

TWA200SX

Item

10W

20W

30W

50W

100W

200W

Wattage

900lm

1800lm

2700lm

4500lm

9000lm

18000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110º

110º

110º

110º

110º

110º

117x34x107mm

127x34x108mm

142x37x121mm

181x37x156mm

240x37x222mm

336x43x291mm

Angle Dimension

Plug&play sensor

LED

FLOODLIGHT

N EW

LED

FLOODLIGHT

www.ultimo-lighting.comwww.ultimo-lighting.com

PIR sensor specification 

IP65
Ra≥80

4-10m(adjustable)
(ambient temperature<22ºC)

10S-10min

(adjustable)
10-2000lux
(adjustable) Rotatable

IK05

PIR sensor specification 

IP65
Ra≥80

4-10m(adjustable)
(ambient temperature<22ºC)

10S-10min

(adjustable)
3-2000lux

(adjustable) 120°
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Die-cast aluminum housing+Tempered glass diffusor.

With H05RN-F 3G 1.00mm² rubber cable, 15cm.
With plug&play sensor function.
Die-cast aluminum housing+Tempered glass diffusor.

With H05RN-F 3G 1.00mm² rubber cable, 15cm.

FL001-20W-CCT

FL001-30W-CCT

FL001-50W-CCT

FL001-70W-CCT

FL001-100W-CCT

Item

20W

30W

50W

70W

100W

Wattage

2000lm

3000lm

5000lm

7000lm

10000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

114.3x80.3x24.5mm

143.6x100x25mm

177.7x125.3x26.7mm

224x157.5x27.3mm

266x190x30mm

Angle Dimension

FL001-10W

FL001-20W

FL001-30W

FL001-50W

FL001-70W

FL001-10W-PIR

FL001-20W-PIR

FL001-30W-PIR

FL001-50W-PIR

Item

10W

20W

30W

50W

70W

10W

20W

30W

50W

Wattage

1000lm

2000lm

3000lm

5000lm

7000lm

1000lm

2000lm

3000lm

5000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

120º

120º

120º

88.6x63.4x24.5mm

117.6x80.8x24.5mm

148.9x100x24.7mm

181.6x125x26.5mm

229.5x157x27mm

88.6x149.6x51.7mm

117.6x165x52.3mm

148.9x184.7x52.3mm

181.6x209x52.3mm

Angle Dimension

Plug&play sensor

www.ultimo-lighting.com www.ultimo-lighting.com

LED

FLOODLIGHT

LED

FLOODLIGHT

Ra≥80
IP65 IP44

Ra≥80
IP65 IP44

PIR sensor specification 

2-8m(adjustable)
(ambient temperature<22ºC)

10s-7min

(adjustable)
10-2000lux
(adjustable) Rotatable

PIR sensor specification 

2-8m(adjustable)
(ambient temperature<22ºC)

10s-7min

(adjustable)
10-2000lux
(adjustable) Rotatable

N EW
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Die-cast aluminum housing+Tempered glass+Plastic frame.

With H05RN-F 3G 1.00mm2 rubber cable, 15cm. 

Cranked bracket for easy installation.

Frameless version available. 

TBC210SX

TBC220SX

TBC230SX

TBC250SX

TBC2100SX

TBC2150SXB-1

TBC2200SXB-1

TBC210SX-B92

TBC220SX-B92

TBC230SX-B92

TBC250SX-B92

TBC2100SX-B92

Item

10W

20W

30W

50W

100W

150W

200W

10W

20W

30W

50W

100W

Wattage

1000lm

2000lm

3000lm

5000lm

10000lm

15000lm

20000lm

1000lm

2000lm

3000lm

5000lm

10000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110º

110º

110º

110º

110º

110º

110º

110º

110º

110º

110º

110º

114x30x105mm

129x30x115mm

144x30x129mm

184x30x160mm

241x40x208mm

292x258x34mm

342x295x34mm

114x51x162mm

129x51x171mm

144x51x184mm

184x51x215mm

241x57x259mm

Angle Dimension

FL1A10Y

FL1A20Y

FL1A30Y

FL1A50Y

FL1A10Y-S1

FL1A20Y-S1

FL1A30Y-S1

FL1A50Y-S1

Item

10W

20W

30W

50W

10W

20W

30W

50W

Wattage

900lm

1800lm

2700lm

4500lm

900lm

1800lm

2700lm

4500lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

120º

120º

119x93x50mm

134x104x47mm

174x136x53mm

200x156x56mm

119x134x63mm

134x145x63mm

174x176x65mm

200x197x68mm

Angle Dimension

Frameless Version

3D Bracket Optional

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80
IP65

PIR sensor specification 

LED

FLOODLIGHT

4-10m(adjustable)
(ambient temperature<22ºC)

10S-10min

(adjustable)
10-2000lux
(adjustable) Rotatable

LED

FLOODLIGHT

IP65 IP54
Ra≥80

Die-cast aluminum housing+PC diffusor.

Cranked bracket for easy installation. 

PIR sensor specification 

Max.10m(adjustable)
(ambient temperature<22ºC)

max.10min

(adjustable)
5-2000lux

(adjustable) Rotatable

With quick connection plug
at back side.



TBC210SX-D6/D7

TBC220SX-D6/D7

TBC230SX-D6/D7

TBC250SX-D6/D7

TBC2100SX-D6/D7

Item

10W

20W

30W

50W

100W

Wattage

1000lm

2000lm

3000lm

5000lm

10000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110º

110º

110º

110º

110º

155x32x175mm/150x113x209mm

166x32x188mm/165x113x231mm

180x32x200mm/183x123x228mm

220x32x233mm/228x123x262mm

280x34x327mm/330x175x392mm

Angle Dimension

09 10

TBC210SX-D3/D5

TBC220SX-D3/D5

TBC230SX-D3/D5

TBC250SX-D3/D5

TBC2100SX-D3/D5

Item

10W

20W

30W

50W

100W

Wattage

1000lm

2000lm

3000lm

5000lm

10000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

110°

110°

220x113x152mm/180x55x217mm

220x113x164mm/192x55x226mm

242x123x182mm/210x55x237mm

280x133x228mm/250x55x279mm

292x145x340mm/305x49x314mm

Angle Dimension

Die-cast aluminum housing+Tempered glass.

With 1.5m H05RN-F 3G1.0mm² cable and VDE plug.

LED

WORK LIGHT

TBC2SX-D3

 H stand
TBC2SX-D6

 X stand
TBC2SX-D7

 I stand
TBC2SX-D5

 Foldable stand

LED

WORK LIGHT

IP65
Ra≥80

IP65
Ra≥80

Die-cast aluminum housing+Tempered glass.

With 1.5m H05RN-F 3G1.0mm² cable and VDE plug. 

www.ultimo-lighting.com www.ultimo-lighting.com
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TBC210SX-ES1

TBC220SX-ES1

TBC230SX-ES1

TBC250SX-ES1

TBC210SX-ES2

TBC220SX-ES2

TBC230SX-ES2

TBC250SX-ES2

Item

10W

20W

30W

50W

2x10W

2x20W

2x30W

2x50W

Wattage

1000lm

2000lm

3000lm

5000lm

2x1000lm

2x2000lm

2x3000lm

2x5000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110º

110º

110º

110º

110º

110º

110º

110º

780x780x1349mm

780x780x1355mm

780x780x1371mm

780x780x1407mm

870x870x1664mm

870x870x1670mm

870x870x1686mm

1100x1100x1722mm

Angle Dimension

Rechargeable

GC7718

Item

9W

Wattage

700lm 3.7V 1800mAh 3hours 2hrs 

Lumen Lithium Battery Charging Time Working Time

120º 217x120x135mm

Angle Dimension

ABS housing+PC diffusor+Aluminum stand.

1M USB type C charging cable.

Color: Yellow stand+Black lamp housing.

            Black stand+Green lamp housing.

Stand color

Green Yellow

www.ultimo-lighting.com www.ultimo-lighting.com

LED

WORK LIGHT

TBC2SX-ES1 TBC2SX-ES2

IP65
Ra≥80

RECHARGEABLE
WORK LIGHT

Ra≥80
IP54

N EW
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TBCS30SXBK2-D2+S

TBC30SXB2K-D2+S

TBC50SXBK-D2+S

TBC50SXB2K-D2+S

TBCS30SXBK2-D2+S+ES1

TBC30SXB2K-D2+S+ES1

TBC50SXBK-D2+S+ES1

TBC50SXB2K-D2+S+ES1

Item Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

110°

110°

110°

110°

110°

Angle Dimension Socket

Die-cast aluminum housing+Tempered glass+Plastic frame.
H07RN-F 3G1.5m² with VDE plug.

With on/off switch 0%-50%-100%.

14

Tripod stand Foldable

2 Sockets

TBC220SX-D2

TBC230SX-D2

TBC220SX-D2+ES1

TBC230SX-D2+ES1

Item

20W

30W

20W

30W

Wattage

2000lm

3000lm

2000lm

3000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110º

110º

110º

110º

204x54x239mm

222x54x256mm

780x780x1442mm

780x780x1460mm

Angle Dimension

Die-cast aluminum housing+Tempered glass+Plastic frame. 

H05RN-F 3G1.0m² with VDE plug.
Hanging hook and tripod stand accessories available.

Tripod stand Foldable

Hanging hook

VDE Plug & Socket

UK socket DE. socket/
Europe socket

FR. socket AUS. socket

30W

30W

50W

50W

30W

30W

50W

50W

2700lm

2700lm

4500lm

4500lm

2700lm

2700lm

4500lm

4500lm

277x205x67mm

298x237x67mm

329x259x67mm

329x259x67mm

1080x1080x1777mm

1080x1080x1800mm

1080x1080x1830mm

1080x1080x1830mm

1 socket

2 sockets

1 socket

2 sockets

1 socket

2 sockets

1 socket

2 sockets

Stand color 

Stand color

LED

WORK LIGHT

Ra≥80
IP54

www.ultimo-lighting.comwww.ultimo-lighting.com

LED

WORK LIGHT

Ra≥80
IP65
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PIR Sensor Solar panel

LED SECURITY LIGHT

PART 2
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15-1000lux
(adjustable)

UL8C58-A

UL8C58-B

UL8C58-C

Item

8W

10W

12W

Wattage

800lm

1200lm

1500lm

Lumen

6-8h

8-10h

10-12h

120º

120º

120º

178x140x290mm

178x140x290mm

178x140x290mm

Beam angle DimensionFull charge time

High conversion efficiency.

Excellent power generation performance.

PC housing+PC diffuser.

Color: White, Black, Grey.

Separated installation 

120º Max.10m
(adjustable)

10-60S
(adjustable)

PIR sensor specification 

Battery and solar panel

Working time:
18hours(night light)

1.0 hour(full brightness)

1x3.7V 2000mAh Li-ion(8W)
1x3.7V 3000mAh Li-ion(10W)
1x3.7V 4000mAh Li-ion(12W)

5V 2.0W

Switch:
I: Auto

O: Off

II: Auto-Night Light: standby night light, turn on full light when people passby.

1 2 3

LED

LIGHT

SECURITY

LED

LIGHT

SECURITY

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80
IP54

C
d

T
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S-1801A AC100-240V

Item

20W

WattageVolt

1600lm 

Lumen

120º 270x180x200mm

 Beam angle Dimension

S-11804 AC220-240V

Item

20W

WattageVolt

1600lm 

Lumen

120º 180x226x175mm

 Beam angle Dimension

180º Max.8-10m 15S

PIR sensor specification 
20-20000lux
(adjustable)

WI-FI
connected

APP smart
control

Motion
detection

Microphone

HD video

Wide angle

180º Max.10m
(adjustable)

3S-7mins
(adjustable)

Aluminum+ABS housing+PC diffuser.

Color: White, Black.

PIR sensor specification 

APP control IP camera

1/4 HD CMOS image sensor.

Lens: 3.6mm  f2.0(270°(H), 100°(V)).

Night vision: 6 IR LED.

Resolution: 1920*1080(HD);  640*360(VGA).

Audio: ADPC audio compression technology,

built-in microphone and speaker support

two way intercom.

Monitoring: all-weather.

WIFI

��

LED

LIGHT

SECURITY

LED

LIGHT

SECURITY

Ra≥80
IP44

Ra≥80
IP44



ABS housing+PC diffusor.

21 22

140º Max.10m
(adjustable)

3s-7mins
(adjustable)

2x3.7V 1800mAh
(included)

S-1707AS

Item

10W

Wattage

1100lm

Lumen

7h 120º 283x189x130mm

Beam angle DimensionFull charge time

S-12009B

Item

10W

Wattage

700lm

Lumen

6h 120º 240x182x155mm

Beam angle DimensionFull charge time

Aluminum+ABS housing+PC diffuser.

Color: White, Black.

140º Max.12m
(adjustable)

3S-7mins
(adjustable)

1x7.4V 
1800mAh

3.5W 12V  270mA Working time:
2h 

www.ultimo-lighting.com www.ultimo-lighting.com

LED

LIGHT

SECURITY

LED

LIGHT

SECURITY

Ra≥80
IP44

Ra≥80
IP44

PIR sensor specification PIR sensor specification 
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With PIR sensor.

Easy installation.

LED BULKHEAD

PART 3

www.ultimo-lighting.com www.ultimo-lighting.com



PC housing+PC diffuser.

Connection box backside, with fast connector.

Slim design, soft light.

Color: White, Black.

PC housing+PC diffuser.

Connection box backside, with fast connector.

Slim design, soft light.

Color: White, Black.

HT1W14

HT2W14

HT3W14

HT1W14-C3

HT2W14-C3

HT3W14-C3

Item

14W

14W

14W

14W

14W

14W

Wattage

1400lm

1400lm

1400lm

1400lm

1400lm

1400lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

204x107x57mm

204x107x57mm

204x107x57mm

204x107x57mm

204x107x57mm

204x107x57mm

Angle Dimension

1 2 3
3000K

CCT(DIP)

4000K 6500K

HY1W14

HY2W14

HY1W14-C3

HY2W14-C3

Item

14W

14W

14W

14W

Wattage

1400lm

1400lm

1400lm

1400lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

Φ223x60.5mm

Φ223x60.5mm

Φ223x60.5mm

Φ223x60.5mm

Angle Dimension

1 2 3
3000K

CCT(DIP)

4000K 6500K

25 26

LED LED

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80
IP54

Ra≥80
IP54

BULKHEAD BULKHEAD



ABS base+PC diffusor.

PIR version available.

Color: White, Black.
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UL19D-180T-6

UL19D-180T-8

UL19D-210T-12

UL19D-210T-14

UL19D-150Y-6

UL19D-150Y-8

UL19D-190Y-12

UL19D-190Y-14

Item

6W

8W

12W

14W

6W

8W

12W

14W

Wattage

480lm

640lm

960lm

1120lm

480lm

640lm

960lm

1120lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

120º

120º

180x85x48mm

180x85x48mm

210x105x48mm

210x105x48mm

Φ150x48mm

Φ150x48mm

Φ190x48mm

Φ190x48mm

Angle Dimension

LED

N EW

LED LED

BULKHEAD

Ra≥80
IP54

PIR sensor specification HF sensor specification 

5-6m
(ambient temperature<25ºC)

3min±30S ≤30lux Detection angle:
120º

UL09O-300-12

UL09O-300-16

UL09O-300-12-S

UL09O-300-16-S

UL09O-300-13-EM

UL09O-300-17-EM

UL09O-300-13-S-EM

UL09O-300-17-S-EM

Item

12W

16W

12W

16W

13W

17W

13W

17W

Wattage

1200lm

1600lm

1200lm

1600lm

1200lm

1600lm

1200lm

1600lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

120º

120º

Ф300x93mm

Ф300x93mm

Ф300x93mm

Ф300x93mm

Ф300x93mm

Ф300x93mm

Ф300x93mm

Ф300x93mm

Angle Dimension

IP65 MicrowaveIK10 Emergency

1 2 3
3000K

CCT(DIP)

4000K 6500K

Max.10m 5S, 30S
1min, 10min

2/10/50lux
(Disable)

Emergency

Charge:
  16hrs 

Working time：
2hrs 

Emergency
1.5W 100lm

LiFePO4

3.2V 1.5Ah

230V

Ra≥80

PC housing+PC diffusor.

Microwave sensor model available.

Emergency kit model available.

3000K, 4000K, 6500K Selectable.

3xCCT by DIP switch

3000K 4000K 6500K

CCT(DIP)

BULKHEAD

≥

28www.ultimo-lighting.comwww.ultimo-lighting.com



Nice eyelid design.

PC base+PC diffuser+ABS bezel.

Color: White, Black, Grey.

Nice eyelid design, with PIR sensor.

PC base+PC diffuser+ABS bezel.

Color: White, Black, Grey.

29 30

FMTB10SX

FMTB14SX

FMTB18SX

FMYB10SX

FMYB14SX

FMYB18SX

FMYB10SX1

FMYB14SX1

FMYB18SX1

Item

10W

14W

18W

10W

14W

18W

10W

14W

18W

Wattage

1000lm

1400lm

1800lm

1000lm

1400lm

1800lm

600lm

840lm

1080lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

110°

110°

110°

110°

110°

110°

210x120x61mm

210x120x61mm

210x120x61mm

214x214x79mm

214x214x79mm

214x214x79mm

214x214x81mm

214x214x81mm

214x214x81mm

Angle Dimension

1 2 3
3000K

CCT(DIP)

4000K 6500K

FMTB10SX-B83

FMTB14SX-B83

FMTB18SX-B83

FMYB10SX-B83

FMYB14SX-B83

FMYB18SX-B83

FMYB10SX1-B83

FMYB14SX1-B83

FMYB18SX1-B83

Item

10W

14W

18W

10W

14W

18W

10W

14W

18W

Wattage

1000lm

1400lm

1800lm

1000lm

1400lm

1800lm

600lm

840lm

1080lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

110°

110°

110°

110°

110°

110°

210x120x61mm

210x120x61mm

210x120x61mm

214x214x79mm

214x214x79mm

214x214x79mm

214x214x81mm

214x214x81mm

214x214x81mm

Angle Dimension

1 2 3
3000K

CCT(DIP)

4000K 6500KIK08 IK08

LED

BULKHEAD

LED

BULKHEAD

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80
IP65

Ra≥80
IP65

PIR sensor specification 

Max.10m
(ambient temperature<22ºC)

10S-5min
(adjustable)

5-2000lux
(adjustable)

Detection angle:
120º



PC housing+PC diffuser.

With connection box backside.

Unique mounting bracket, easy installation.

Color: White, Black, Grey.

PC housing+PC diffuser.

With connection box backside.

Unique mounting bracket, easy installation.

Color: White, Black, Grey.

MT2S20XA1-H

MY3S20XA1-H

MY5S30XA1-H

Item

20W

20W

30W

Wattage

2000lm

2000lm

3000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

270x145x81mm

220x220x78mm

280x280x82mm

Angle Dimension

IK08 IK08

31 32

LED

BULKHEAD

LED

BULKHEAD

Ra≥80
IP65

Ra≥80
IP65

PIR sensor specification 

Max.10m
(ambient temperature<22ºC)

10S-5min
(adjustable)

10-2000lux
(adjustable)

Detection angle:
90º

www.ultimo-lighting.com www.ultimo-lighting.com

MT2S20XA1-B11-H

MY3S20XA1-B11-H

MY5S30XA1-B11-H

Item

20W

20W

30W

Wattage

2000lm

2000lm

3000lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

270x145x81mm

220x220x78mm

280x280x82mm

Angle Dimension



1 2 3
3000K

CCT(DIP)

3500K 4000K

REINA-S-6

REINA-M-12

REINA-L-20

REINA-M-E27

REINA-L-E27

Item

6W

12W

20W

E27 MAX.18W

E27 MAX.18W

Wattage

660lm

1350lm

2300lm

/

/

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

131x71x65mm

242x136x120mm

299x156x149mm

242x136x120mm

299x156x149mm

Dimension

33 34

LED

WALL LIGHT

Ra≥80
IP44

www.ultimo-lighting.com www.ultimo-lighting.com

Color:

Size:

Application:

White Black

Sand Chrome Sand Brass Hot galvanize

Rust

131mm 71mm 242mm 136mm 299mm 156mm

6
5

m
m

1
2

0
m

m

1
4

9
m

m



35 36

Iron sheet+PS diffuser.

Classic design with perfect uniformity of lighting.

High performance-price ratio, ideal for DIY channel.

CL-ECL-12W-D260

CL-ECL-18W-D310

CL-ECL-24W-D380

CL-ECL-12W-D280-S

CL-ECL-18W-D330-S

CL-ECL-24W-D380-S

Item

12W

18W

24W

12W

18W

24W

Wattage

900lm

1440lm

1920lm

900lm

1440lm

1920lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

Φ260x60mm

Φ310x60mm

Φ380x60mm

280x280x60mm

330x330x60mm

380x380x60mm

Angle Dimension

N EW

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80 IP20

CEILING LIGHT
 

LED

LED CEILING LIGHT

PART 4



1 2 3
3000K

CCT(DIP)

4000K 6500K

37 38

Max.10m

100%/75%/50%/25%/10%

5S/30S/90S/3min/

20min/30min

2lux/10lux/25lux

50lux/Disable

CL-FTS-12W-D280

CL-FTS-18W-D330

CL-FTS-24W-D380

CL-FTS-36W-D380

CL-FTS-12W-D280-S

CL-FTS-18W-D330-S

CL-FTS-24W-D380-S

CL-FTS-36W-D380-S

Item

12W

18W

24W

36W

12W

18W

24W

36W

Wattage

900lm

1440lm

1920lm

2880lm

900lm

1440lm

1920lm

2880lm

Lumen Volt

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

120º

120º

120º

120º

120º

120º

120º

120º

Ф280x39 mm

Φ330x39 mm

Φ380x39 mm

Φ380x39 mm

280x280x39 mm

330x330x39 mm

380x380x39 mm

380x380x39 mm

Angle Dimension

IP20

Iron sheet+PMMA/PS diffuser.
Uniform light.

Super slim, save transportation cost.

Black Silver Gold

Bezel color:

Dimmable

www.ultimo-lighting.com www.ultimo-lighting.com

CEILING LIGHT
 

LED

CEILING LIGHT
 

LED

Ra≥80

Cold-rolled steel sheet+PMMA diffuser.

Surge 1500V.

Ideal for project case.

Merrytek HF sensor.

CL-5329-12

CL-5329-18

CL-5329-24

Item

12W

18W

24W

Wattage

950lm

1450lm

1950lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

Ф270x65mm
Ф328x77mm
Ф380x87mm

Angle Dimension

IP44
Ra≥80

Microwave

IP20
MW+

stand by

5years

 warranty

HF sensor specification



1 2 3
3000K

CCT(DIP)

4000K 6500K

1 2 3
3000K

CCT(DIP)

4000K 6500K

PC base+PC diffuser.

Easy to install, fast clip instead of normal screws.

CL7-18-RD

CL7-24-RD

CL7-18-SE

CL7-24-SE

Item

18W

24W

18W

24W

Wattage

1800lm

2400lm

1800lm

2400lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

Ф280x58.5mm

Ф280x58.5mm

280x280x58.5mm

280x280x58.5mm

Angle Dimension

IP65

1. Fix the bracket into the ceiling.

2. Connect the power cable into junction box.

3. Clip the lamp into the bracket.

Watt

18W

24W

39 40

1. Fix the bracket into the ceiling.

2. Connect the power cable into junction box.

3. Clip the lamp into the bracket.

Max.10m

100%/75%/50%/25%

CL8-D220-12RD

CL8-D280-18RD

CL8-D280-24RD

CL8-D330-30RD

CL8-D330-36RD

CL8-D220-12SE

CL8-D280-18SE

CL8-D280-24SE

Item

12W

18W

24W

30W

36W

12W

18W

24W

Wattage

1080lm

1620lm

2160lm

2700lm

3240lm

1080lm

1620lm

2160lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

120º

120º

Ф220x56.4mm

Φ280x56.4mm

Φ280x56.4mm

Φ330x56.4mm

Φ330x56.4mm

220x220x56.4mm

280x280x56.4mm

280x280x56.4mm

Angle Dimension

ABS housing+PC diffuser.

Easy installation, fast clip instead of normal screws.

Merrytek HF sensor.

5S/30S/90S/5min/

20min/30min 

2lux/10lux/30lux

/50lux/Disable

Ra≥80

CEILING LIGHT
 

LED

www.ultimo-lighting.com www.ultimo-lighting.com

CEILING LIGHT
 

LED

IP44
Ra≥80

Microwave

HF sensor specification



N EW

41 42

CL9-D220-15RD

CL9-D280-24RD

CL9-D330-36RD

CL9-D220-15RD-MS

CL9-D280-24RD-MS

CL9-D330-36RD-MS

Item

15W

24W

36W

15W

24W

36W

Wattage

1500lm

2400lm

3600lm

1500lm

2400lm

3600lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

Ф220x68mm

Ф280x68mm

Ф330x68mm

Ф220x68mm

Ф280x68mm

Ф330x68mm

Angle Dimension

N EW

3-5m

PC base+PC diffuser.

Mircowave sensor available.

20S 30lux
3-5m 45S 50lux

CEILING LIGHT
 

LED

www.ultimo-lighting.com www.ultimo-lighting.com

IP65
Ra≥80

Microwave

CEILING LIGHT
 

LED

PC base+PC diffuser.

Easy installation.

Microwave sensor available.

CL10-D200-10RD

CL10-D200-19RD

CL10-D260-26RD

CL10-D350-35RD

CL10-D200-10SE

CL10-D200-19SE

CL10-D260-26SE

CL10-D350-35SE

Item

10W

19W

26W

35W

10W

19W

26W

35W

Wattage

1050lm

2000lm

2750lm

3675lm

1050lm

2000lm

2750lm

3675lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

120º

120º

Ф220x55mm
Ф220x55mm
Ф260x55mm
Ф350x55mm
220x220x55mm
220x220x55mm
260x260x55mm
350x350x55mm

Angle Dimension

IP65
Ra≥80

Microwave

HF sensor specificationHF sensor specification

IK10
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Integrated driver with single/double terminal.

Save space, create soft atmosphere.

LED SPOT LIGHT

PART 5

www.ultimo-lighting.com www.ultimo-lighting.com



PC housing, PC diffuser, ABS bezel.

Built-in driver. 

Application: bathroom, outdoor. 

 

45 46

SP-SL82-5-round

SP-SL82-7-round

Item

5W

7W

Wattage

350lm

500lm

Lumen Hole sizeVolt

AC220-240V

AC220-240V

70mm

70mm

38º /110º

38º /110º

Ф82x30mm

Ф82x30mm

Angle Dimension

Ra≥80 IP20

IP65

SP-TD-5-Round

SP-TD-5-Square

SP-TD-7-Round

SP-TD-7-Square

Item

5W

5W

7W

7W

Wattage

400lm

400lm

560lm

560lm

Lumen Hole sizeVolt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

65mm

65mm

65mm

65mm

110º

110º

110º

110º

Ф90x42mm

90x90x42mm

Ф90x42mm

90x90x42mm

Angle Dimension

Ra≥80

Angle 110º

Available color:

Linkable

3xCCT

BlackWhite Nickel

LED

SPOT LIGHT

LED

SPOT LIGHT

www.ultimo-lighting.com www.ultimo-lighting.com

3000K 4000K 6500K

CCT(DIP)

N EW

ABS housing, PC lens. 

Built-in driver. 

Application: living room, kitchen, hotel etc. 
10% 100%

Angle 38º Angle 110º

Available color:

BlackWhite Nickel

Stepless dimmable:

3 step dimmable:

100% 50% 10%

ON OFF/ON OFF/ON
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LED EMERGENCY LIGHT

PART 6

Simple

Self-Test

Maintained/Non-Maintained.

Over-charge and over-discharge protection.

Multiple installation methods.

Self-test, just as its name implies, the luminaire will test the battery and conduct the duration testing by itself. There’s 

no requirements for manual testing any more. The automatic indicator will show the failure, ensure speedy, accurate 

maintenance. 

Once the luminaire has been installed and on charge for 24 hours, the luminaire will illuminate for 25-35 seconds for 

test purposes every 30 days; the luminaire will illuminate for 30-35 mins for test purposes every 180 days. 

The luminaire will illuminate 

automatically and start self-test 

when times on. A constant green light

What is Self-Test?

Self-Test Benefits

How it works?

1) Test Mode

Regular Function

A green light flash

Test Mode

A green light flash
B yellow light flash

Self Test Failure

After self-testing, if there’s no failure, 

the luminaire will go back to regular 

function automatically, the indicator A 

shows a constant green light.

2) Regular Function

The luminaire will show a yellow light 

flash to indicate the failure

(Please see right for full diagnosis).

3) Battery Failure

Convenience

No requirements for extra testing equipment, like key switch, central control system. Staff are only required to make record and 

rectify faults.

User can identify the test result easily and directly through the indicator, rather than manually testing each luminaire. No need to 

cut off main supply, no interruption to normal running of buildings.

Green indicator represents a complete and healthy luminaire; yellow indicator represents a battery failure.

Cost Saving

Easy Fault Identification

www.ultimo-lighting.com www.ultimo-lighting.com

Indicator B Indicator A

Indicator B Indicator AIndicator B Indicator A



2917

Item

4W LiFePO� 3.2V 1500mAh   24h 3h

Wattage Battery Full charge time Emergency duration Volt

AC220-240V 292x181x41.5mm

Dimension

ABS housing.

Maintained.

With test button.

Self test.

B2415I20

Item

4.5W LiFePO�  3.2V 2100mAh 24h 3h

Wattage Battery Full 
charge time

Emergency
duration

Volt

AC220-240V 310x 226.5 x41.5mm

Dimension

PC housing.

Maintained.

With test button.

Self test.

49 50

Wall mounting Side mounting Hang mounting Ceiling mounting Wall mounting Side mounting Hang mounting Ceiling mounting

B2415I20

2years

 warranty

LED

EXIT SIGN

IP20 2years

 warranty
Ra≥80Ra≥80 IP20

0
+40

0
+40

2917

 Self test Self test

LED

EXIT SIGN

www.ultimo-lighting.com www.ultimo-lighting.com

N EW



516-3

516-5

Item

3W

5W

Lithium  3.7V 1200mAh   

Lithium  3.7V 1500mAh  

24h

24h

3h

3h

Wattage Battery Full charge time Emergency duration

100lm

150lm

Lumen Volt

AC220-240V

AC220-240V

260x95x55mm

260x95x55mm

Dimension

ABS housing+PC diffusor.

Maintained/Non-Maintained.

With test button.

Self test.

Ceiling/recessed mounting.

51 52

516

4) Self-adhesive legend for blade:

1
0

0
 m

m

100mm 100mm 100mm 100mm

Control function:

Accessories:

Test function

Turn off the 

emergency mode

Allumage

Extinction

1) Recession kit: 2) Hanging blade:

3) Self-adhesive legend for lamp diffuser:

130mm 130mm70mm 70mm

7
0
m

m

Ra≥80 2years

 warranty
IP20

www.ultimo-lighting.com www.ultimo-lighting.com

BULKHEAD

EMERGENCY 
LED

BULKHEAD

EMERGENCY 
LED

0
+40

 Self test
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517

Item

5W LiFePO�
3.2V 2000mAh

24h 3h 200lm

Wattage Battery Full 
charge time

Emergency
duration

VoltLumen

AC220-240V 235x105x36.5mm

Dimension

518

Item

5W LiFePO�
3.2V 2000mAh

24h 3h 200lm

Wattage Battery Full 
charge time

Emergency
duration

Volt

AC220-240V 294x130x37mm

Dimension

517 518

Accessories: Accessories:

1) Recession kit: 2) Hanging blade:

Lumen

1) Recession kit: 2) Hanging blade:

IP65
2years

 warranty
Ra≥80

IP65
2years

 warranty
Ra≥80

ABS housing+PC diffusor.

Maintained/Non-Maintained.  

With test button.

Self test.     

ABS housing+PC diffusor.

Maintained/Non-Maintained.  

With test button.

Self test.     

0
+40

 Self test

0
+40

 Self test

BULKHEAD

EMERGENCY 
LED

BULKHEAD

EMERGENCY 
LED

www.ultimo-lighting.com www.ultimo-lighting.com

N EW N EW



Item Wattage Battery Full charge time Emergency duration Lumen Volt Dimension

55 56

ABS housing+PC diffusor.

Maintained/Non-Maintained.

Self test.

Ceiling/recessed mounting.

5) Embeded box：

Control function:

Accessories:

Test function

Turn off the 

emergency mode

Allumage

Extinction

1) Recession kit: 2) Hanging blade: 3) Self-adhesive legend for lamp diffuser:

4) Self-adhesive legend for blade:

130mm 130mm70mm 70mm

7
0

m
m

507L24

507L50

507L24

507L50

2.3W

4.4W

Lithium  7.4V 1200mAh   

Lithium  7.4V 1500mAh  

24h

24h

3h

3h

200lm

400lm

AC220-240V

AC220-240V

270x100x54mm

270x100x54mm

1
0
0
 m

m

100mm 100mm 100mm 100mm

IP65

www.ultimo-lighting.com www.ultimo-lighting.com

2years

 warranty
Ra≥80

0
+40

 Self test

BULKHEAD

EMERGENCY 
LED

BULKHEAD

EMERGENCY 
LED
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515-11

515-21

Item

2.7W

4W

Ni-MH  3.6V 1000mAh   

Ni-MH  3.6V 1500mAh   

24h

24h

3h

3h

Wattage Battery Full
charge time

Emergency
duration

200lm

320lm

Lumen Volt

AC220-240V

AC220-240V

268x120x36mm

268x120x36mm

Dimension

Z2645E

Z2645E-T

Item

3.5W

3.5W

Lithium 3.7V 1500mAh

Lithium 3.7V 1500mAh 

24h

24h

3h

3h

Wattage Battery Full
charge time

Emergency
duration

130lm

150lm

Lumen Volt

AC220-240V

AC220-240V

352x110x68mm

352x110x68mm

Dimension

ABS housing+PC diffusor.

Maintained/Non-Maintained.

With test button.

Self test.

PC.

Maintained/Non-Maintained.  

Z2645E-T

Accessories:

1) Recession kit: 2) Self-adhesive legend for lamp diffuser:

9
5
.5

 m
m

197mm 95.5mm197mm 95.5mm
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LED

EMERGENCY 

IP65
2years

 warranty
Ra≥80

IP65
2years

 warranty
Ra≥80

LED

EMERGENCY
BULKHEAD BULKHEAD

0
+40

0
+40

 Self test

515



2922-600

2922-1000

Item

6.8W

11.5W

LiFePO� 12.8V 2000mAh   

LiFePO� 12.8V 3000mAh 

24h

24h

3h

3h

Wattage Battery Full charge 
time

LumenEmergency 
duration

600lm

1000lm

Volt Dimension

AC220-240V

AC220-240V

240x255x72.5mm

240x255x72.5mm

ABS housing+PC diffusor.

Non-Maintained.

With test switch.

Self test.     

1901-DC

1902-DC

1901-AC/DC

1902-AC/DC

Item

2W

4W

2W

4W

Lithium  3.7V 1200mAh   

Lithium  3.7V 1800mAh 

Lithium  3.7V 1500mAh   

Lithium   3.7V 1800mAh  

24h

24h

24h

24h

High 3h  Low 6h

High 3h  Low 6h

3h

3h

180/90lm

250/120lm

180lm

250lm

Wattage Battery Full
charge time

Emergency
duration

VoltLumen

AC220-240V

AC220-240V

AC220-240V

AC220-240V

230x70x30mm

330x70x30mm

230x70x30mm

330x70x30mm

Dimension

Two mode available 

(1). Non-maintained(DC) mode: 

       high/off/low lumen output 

off LowHigh

(2). Maintained/non-maintained(AC/DC)mode

Maintained

off Non-maintainedMaintainedoff Non-maintainedMaintained

Non-maintained

59 60

ABS housing+PS diffusor.

2years

 warranty
Ra≥80
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LED

EMERGENCY 
BULKHEAD

LED

EMERGENCY

2years

 warranty
Ra≥80 IP20

1901 1902

BULKHEAD

0
+40

0
+40

 Self test



Z1103S

Z1105S

Z1003S

Z1005S

Item

3.5W

5.5W

3.5W

5.5W

LiFePO�  3.2V 1500mAh

LiFePO�  3.2V 3000mAh

LiFePO�  3.2V 1500mAh

LiFePO�  3.2V 3000mAh

16h

16h

16h

16h

3h

3h

3h

3h

45mm

45mm

65mm

65mm

150lm

250lm

150lm

250lm

140º

140º

140º

140º

Wattage Battery Full 
charge time

Emergency
duration

Lumen Hole
size

Beam
Angle

Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

60x50mm

60x60mm

85x27mm(140x27mm)

85x36mm(140x36mm)

Dimension

Aluminum+PC.

Maintained/Non-Maintained.

With test button.

Self test.

Z1103S/Z1105S Z1003S/Z1005S

61 62

IP20 2years

 warranty
Ra≥70
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0
+40

EMERGENCY
DOWN LIGHT

LED

 Self test

0
+40

 Self test

Item

6W 300lm 6500K Lithium  3.7V  2200mAh    24h 2.5h

Wattage Lumen CCT Battery Full 
charge time

Emergency
duration

Volt

AC220-240V Φ142.5x48mm

Dimension

T1006E1 

IK06

2years

 warranty
Ra≥70 IP20

LED

EMERGENCY
CORRIDOR LIGHT

PC.

Non-Maintained.

With test button.

Self test.

Angle 120° Angle 150°

2 Lens:

Mounting solution: 

Surface Recessed

142.5mm

4
8
m

m
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LED PANEL LIGHT

PART 7



PC housing+PS diffusor.

Recessed and ceiling mounted.

DOB.

65 66

1 2 3
3000K

CCT(DIP)

4000K 6000K

LED

PANEL

LED

PANEL

P4-RR-3'-6

P4-RR-4'-9

P4-RR-6'-12

P4-RR-8'-18

P4-RR-12'-24

P4-RR-12'-30

P4-RS-3'-6

P4-RS-4'-9

P4-RS-6'-12

P4-RS-8'-18

P4-RS-12'-24

P4-RS-12'-30

Item

6W

9W

12W

18W

24W

30W

6W

9W

12W

18W

24W

30W

Wattage

600lm

900lm

1200lm

1800lm

2400lm

3000lm

600lm

900lm

1200lm

1800lm

2400lm

3000lm

Lumen Hole sizeVolt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

Φ105-115mm

Φ130-135mm

Φ150-160mm

Φ205-210mm

Φ280-290mm

Φ280-290mm

105-110mm

130-135mm

150-160mm

205-210mm

280-290mm

280-290mm

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

128×14.8mm

145×15.8mm

170×15.8mm

225×16mm

300×16.3mm

300×16.3mm

120×120×14.8mm

145×145×15.8mm

170×170×15.8mm

225×225×16mm

300×300×16.3mm

300×300×16.3mm

Angle Dimension

P3-RR-2.5'-5

P3-RR-3'-9

P3-RR-4'-12

P3-RR-6'-18

P3-RR-8'-24

P3-RR-10'-30

P3-RS-2.5'-5

P3-RS-3'-9

P3-RS-4'-12

P3-RS-6'-18

P3-RS-8'-24

Item

5W

9W

12W

18W

24W

30W

5W

9W

12W

18W

24W

Wattage

500lm

900lm

1200lm

1800lm

2400lm

3000lm

500lm

900lm

1200lm

1800lm

2400lm

Lumen Hole sizeVolt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

Φ75-90mm

Φ90-110mm

Φ120-135mm

Φ140-160mm

Φ190-210mm

Φ270-290mm

75-90mm

90-110mm

120-135mm

140-160mm

190-210mm

110º 

110º 

110º 

110º 

110º 

110º 

110º 

110º 

110º 

110º 

110º

Φ95×26mm

Φ120×26mm

Φ145×26mm

Φ170×26mm

Φ220×26mm

Φ300×30mm

95x95×26mm

120x120×26mm

145x145×26mm

170x170×26mm

220x220×26mm

Angle Dimension

Ra≥80 IP20

P3-RR

P3-RR

Recessed Frame Ceiling mounted

P3-RS

P3-RS

PC housing+PS diffusor.

Recessed and ceiling mounted.

www.ultimo-lighting.com www.ultimo-lighting.com

IP54

Ra≥80 IP20
IP54

+

+

P4-RR

Recessed Frame Ceiling mounted

P4-RS

+

+

N EW
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LED

PANEL

LED

PANEL

P2-RR-3'-6

P2-RR-6'-12

P2-RR-8'-18

P2-RR-10'-24

P2-RS-3'-6

P2-RS-6'-12

P2-RS-8'-18

P2-RS-10'-24

Item

6W

12W

18W

24W

6W

12W

18W

24W

Wattage

360lm

840lm

1260lm

1680lm

360lm

840lm

1260lm

1680lm

Lumen Hole sizeVolt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

Φ105mm

Φ155mm

Φ210mm

Φ285mm

105x105mm

155x155mm

210x210mm

285x285mm

120º 

120º 

120º 

120º 

120º 

120º 

120º 

120º 

Φ120x21mm

Φ170x21mm

Φ225x21mm

Φ300x21mm

120x120x21mm

170x170x21mm

225x225x21mm

300x300x21mm

Angle Dimension

Ra≥80 IP20

P2-MR-3'-6

P2-MR-6'-12

P2-MR-8'-18

P2-MR-10'-24

P2-MS-3'-6

P2-MS-6'-12

P2-MS-8'-18

P2-MS-10'-24

Item

6W

12W

18W

24W

6W

12W

18W

24W

Wattage

360lm

840lm

1260lm

1680lm

360lm

840lm

1260lm

1680lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º 

120º 

120º 

120º 

120º 

120º 

120º 

120º 

Φ120x35mm

Φ170x35mm

Φ225x35mm

Φ300x35mm

120x120x35mm

170x170x35mm

225x225x35mm

300x300x35mm

Angle Dimension

Ra≥80 IP20

Aluminum housing+PS LGP+PP diffuser.

Isolated driver.

Recessed mounted.

P2-RR P2-RS
P2-MR P2-MS

Aluminum housing+PS LGP+PP diffuser.

Isolated driver.

Ceiling mounted.
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PC housing+PS diffuser.

Driver Integrated.

CCT selectable.

Hole size adjustable. 

1 2 3
3000K

CCT(DIP)

4000K 6500K

Recessed mounting

Adjustable bracket for different cut-out sizes between 

55mm-270mm.

Ceiling mounting

Simply disconnect the bracket from product and screw it to the 

ceiling, then twist the product into place.

MYA6SDNK-CCT1

MYA12SDNK-CCT1

MYA18SDNK-CCT1

MYA24SDNK-CCT1

Item

6W

12W

18W

24W

Wattage

450lm

960lm

1440lm

1920lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

Φ55-110mm

Φ55-160mm

Φ55-200mm

Φ55-270mm

120º 

120º

120º 

120º  

Φ140x25mm

Φ184x22mm

Φ220x22mm

Φ300x22mm

AngleHole size Dimension

Ra≥80
Dimmable

LED PANEL

IP44

FLEXI

N EW

www.ultimo-lighting.com www.ultimo-lighting.com

LED

PANEL

ESUP-PA-2-6060-24

ESUP-PA-2-30120-24

ESUP-PA-4-6060-40

ESUP-PA-4-30120-40

Item

24W

24W

40W

40W

Wattage

2880lm

2880lm

4800lm

4800lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

70°

70°

70°

70°

595x595x18mm

295x1195x18mm

595x595x18mm

295x1195x18mm

Angle Dimension

UGR<16

Ra≥80 IP20

ABS CUP Cover+SPCC.

With Boke Driver.

No flicker.



Sidelit.

Aluminum frame+MS diffusor.

Uniform light.

Recessed/ceiling/suspension mounting.
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PL-Sidelit-6060-40

PL-Sidelit-6060-50

PL-Sidelit-30120-40

PL-Sidelit-30120-50

Item

40W

50W

40W

50W

Wattage

5200lm

6500lm

5200lm

6500lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º 

120º 

120º 

120º 

595x595x10.5mm

595x595x10.5mm

295x1195x10.5mm

295x1195x10.5mm

Angle Dimension

UGR<19

Ra≥80 IP20

LED

PANEL

LED

PANEL

130
 lm/W

PL-Backlit-6060-40

PL-Backlit-6060-40

PL-Backlit-30120-40

PL-Backlit-30120-40

PL-Backlit-6060-50

PL-Backlit-6060-50

PL-Backlit-30120-50

PL-Backlit-30120-50

Item

40W

40W

40W

40W

50W

50W

50W

50W

Wattage

4000lm

5200lm

4000lm

5200lm

5000lm

6500lm

5000lm

6500lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º 

120º 

120º 

120º 

120º 

120º 

120º 

120º 

595x595x27mm

595x595x27mm

295x1195x27mm

295x1195x27mm

595x595x27mm

595x595x27mm

295x1195x27mm

295x1195x27mm

Angle Dimension

UGR<19

Ra≥80 IP20

Backlit.

Aluminum frame+Steel sheet base.

Uniform light, no yellowing issue.

Recessed/ceiling/suspension mounting.

Lens, 

uniform light
Side view
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LED-T8 Tube-60-9

LED-T8 Tube-90-12

LED-T8 Tube-120-18

LED-T8 Tube-150-24

Item

9W

12W

18W

24W

820lm

1160lm

1820lm

2500lm

G13

G13

G13

G13

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

240º

240º

240º

240º

Ф26x600mm

Ф26x900mm

Ф26X1200mm

Ф26X1500mm

Angle Dimension

Full glass tube+PC cap.

Up to 150lm/W available.

LED T8 TUBE&

BATTEN&

WATER-PROOF FIXTURE

PART 8

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80

LED

T8 GLASS TUBE 



Integrated PC housing.

Linkable, Max 120W.

T5-300-4-CCT

T5-600-8-CCT

T5-900-10-CCT

T5-1200-14-CCT

T5-1500-18-CCT

Item

4W

8W

10W

14W

18W

400lm

800lm

1000lm

1400lm

1820lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

313x22x30mm

573x22x30mm

873x22x30mm

1173x22x30mm

1473x22x30mm

Angle Dimension

75 76

LED-T8-MS-60-9

LED-T8-MS-120-18

LED-T8-MS-150-24

Item

9W

18W

24W

900lm

1820lm

2500lm

G13

G13

G13

Wattage Lumen Cap Volt

AC185-265V

AC185-265V

AC185-265V

160º

160º

160º

Ф26x600mm

Ф26x1200mm

Ф26x1500mm

Angle Dimension

Sensor specification

20% brightness

No people or car pass by, low 

power consumption with 20% 

brightness.

When people or car pass by, 

automatically switch to 100% 

brightness.

When people or car leave away, 

automatically recover to low power of 

20% brightness, the duty time is 10s~

480s customizable.

20% brightness100% brightness

Accessories

1.5m cable 15cm connection wire

3000K

CCT(on/off)

4000K 6000K

LED

T5 BATTEN

Ra≥80 IP20

www.ultimo-lighting.com www.ultimo-lighting.com

LED

T8 SENSOR TUBE

Ra≥80
MW+

standby

16m 16m 16m

3
.5

m

3
.5

m

3
.5

m
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Slim

On/Off switch 

CCT DIP Switch

GEJH

Aluminum base+PC diffuser. 

With H03VV-F 3G 0.75mm² cable, 20cm.

TE-K

Batten-GEJH-9

Batten-GEJH-18

Batten-GEJH-27

Batten-GEJH-36

Batten-GEJH-45

Batten-TE-K-9

Batten-TE-K-18

Batten-TE-K-27

Batten-TE-K-36

Batten-TE-K-45

Item

9W

18W

27W

36W

45W

9W

18W

27W

36W

45W

750lm

1500lm

2300lm

3000lm

3700lm

750lm

1500lm

2300lm

3000lm

3700lm

Wattage Lumen Volt

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

AC175-265V

120º

120º

120º

120º

120º

120º

120º

120º

120º

120º

300x75x25.5mm

600x75x25.5mm

900x75x25.5mm

1200x75x25.5mm

1500x75x25.5mm

315x75x25.5mm

615x75x25.5mm

915x75x25.5mm

1215x75x25.5mm

1515x75x25.5mm

Angle Dimension

www.ultimo-lighting.com www.ultimo-lighting.com

LED

BATTEN

Ra≥80 IP20

PC housing+PC diffuser.
With H03VV-F 2x0.75mm² cable, 20cm.

Batten-P03-9

Batten-P06-18

Batten-P09-27

Batten-P12-36

Batten-P15-48

Item

9W

18W

27W

36W

48W

1000lm

2050lm

3050lm

4050lm

5050lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

300x75x25mm

600x75x25mm

900x75x25mm

1200x75x25mm

1500x75x25mm

Angle Dimension

Ra≥80 IP20

BATTEN

LED

1 2 3
3000K

CCT(DIP)

4000K 6500K



Aluminum housing+PC diffuser.

Ceiling, pendant, recessed mount available.

Color: White, Black.

Aluminum housing+PC diffuser.

Ceiling, pendant, recessed mount available.

Color: White, Black.

LED-XT45-18W

LED-XT45-36W

LED-XT45-50W

Item

18W

36W

50W

1800lm

3600lm

5000lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

600x45x56mm

1200x45x56mm

1500x45x56mm

Angle Dimension

LED XT75-18W

LED XT75-36W

LED XT75-50W

Item

18W

36W

50W

1800lm

3600lm

5000lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

110°

110°

110°

600x75x56mm

1200x75x56mm

1500x75x56mm

Angle Dimension

79 80

N EW N EW

Ra≥80 IP20

BATTEN

LED

BATTEN

LED

www.ultimo-lighting.com www.ultimo-lighting.com

5years

 warranty
Ra≥80 IP20 5years

 warranty



Iron housing+PC diffusor.

Classic design, nice decoration.

No flicker.

81 82

Batten-WPC-60-18

Batten-WPC-90-30

Batten-WPC-120-36

Item

18W

30W

36W

1800lm

3000lm

3600lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

610x168x72mm

910x168x72mm

1210x168x72mm

Angle Dimension

LED

BATTEN

Ra≥80 IP20

www.ultimo-lighting.com www.ultimo-lighting.com

UL05M-H-12-20

UL05M-H-12-40

UL05M-H-15-30

UL05M-H-15-60

UL05M-H-18-40

UL05M-H-18-67

Item

20W

40W

30W

60W

40W

67W

2400lm

4800lm 

3600lm 

7200lm 

4800lm 

8040lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

1200x72x72.5mm

1200x72x72.5mm

1500x72x72.5mm

1500x72x72.5mm

1800x72x72.5mm

1800x72x72.5mm

Angle Dimension

Iron Base+PC diffuser.

Pendant accessory available.

Ra≥80 IP20

BATTEN

LED

1 2 3
3000K

CCT(DIP)

4000K 6500KMicrowave Emergency

5years

warranty

5years
 warranty

120
 lm/W

3years
 warranty

100
 lm/W
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ABS base+PC diffuser+PC clips.

T8 Tube excluded.

With or without reflector optional.

Suitable for single end input tubes.

UL07O-06S

UL07O-06

UL07O-12S

UL07O-12

UL07O-15S

UL07O-15

Item

1x0.6m

2x0.6m

1x1.2m

2x1.2m

1x1.5m

2x1.5m

T8 LED Tube

675x62x60mm

675x96x60mm

1284x62x60mm

1284x96x60mm

1584x62x60mm

1584x96x60mm

Dimension

Integrated PC housing.

With fast and waterproof connector.

UL-YT-L-06-9

UL-YT-L-06-18

UL-YT-L-12-18

UL-YT-L-12-36

UL-YT-L-15-22

UL-YT-L-15-45

Item

9W

18W

18W

36W

22W

45W

900lm 

1800lm 

1800lm

3600lm 

2200lm 

4500lm 

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

120°

120°

120°

560x43x33mm

560x43x33mm

1160x43x33mm

1160x43x33mm

1460x43x33mm

1460x43x33mm

Angle Dimension

N EW

www.ultimo-lighting.com www.ultimo-lighting.com

IP65 IK06

WATER-PROOF FIXTURE

LED

WATER-PROOF FIXTURE

LED

Ra≥80
IP65

1 2 3
3000K

CCT(DIP)

4000K 6500K



Integrated PC housing. 

Slim design, soft light.

With fast and waterproof connector.

Linkable.
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UL06P-06-10

UL06P-06-18

UL06P-12-18

UL06P-12-36L

UL06P-15-24

UL06P-15-45L

Item

10W

18W

18W

36W

24W

45W

900lm

1600lm

1600lm

3500lm

2160lm

4300lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

700x53x35mm

700x53x35mm

1230x53x35mm

1230x53x35mm

1530x53x35mm

1530x53x35mm

Angle Dimension

PC housing+PC end caps. 

Small size, easy to install and replace.

Convenient end cap design, rapid cable connection.

3 years warranty.

UL-P-06-18

UL-P-12-36

UL-P-15-50

Item

18W

36W

50W

1980lm

3960lm

5500lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

600x36x47mm

1200x36x47mm

1500x36x47mm

Angle Dimension

IK08

Ra≥80

Ra≥80
IP65

WATER-PROOF FIXTURE

LED

110
 lm/W

IP65 IK06

WATER-PROOF FIXTURE

LED

www.ultimo-lighting.com www.ultimo-lighting.com
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PC housing+PC end caps. 

Linkable.

ULDLE-06-18

ULDLE-12-30

ULDLE-12-40

ULDLE-15-50

ULDLE-15-60

Item

18W

30W

40W

50W

60W

2160lm

3600lm

4800lm

6000lm

7200lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

220°

220°

220°

220°

220°

Ф70x600mm

Ф70x1200mm

Ф70x1200mm

Ф70x1500mm

Ф70x1500mm

Angle Dimension

Twist and lock, 
quick wire connection
construction

Round shape,
adjustable lighting
direction

Integrated PC housing. 

Slim design.

High luminous efficiency.

3 years warranty.

UL-YT-K-06-18

UL-YT-K-12-36

UL-YT-K-15-48

Item

18W

36W

48W

2000lm 

4000lm 

5000lm 

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

600x39x47mm

1170x39x47mm

1470x39x47mm

Angle Dimension

Ra≥80
IP65 IK06

120
 lm/W

WATER-PROOF FIXTURE

LED

Ra≥80
IP65 IK08

WATER-PROOF FIXTURE

LED

www.ultimo-lighting.com www.ultimo-lighting.com
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PC housing+PC end caps. 

Linkable.

UL2310-06-20

UL2310-12-24/36

UL2310-15-36/50

Item

20W

24/36W

36/50W

2600lm

3120/4680lm

4680/6500lm

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

680x64x57mm

1280x64x57mm

1580x64x57mm

Angle Dimension

N EW

Integrated PC housing. 

High luminous efficiency.

3 years warranty.

UL08M-06-15

UL08M-12-30

UL08M-15-50

Item

15W

30W

50W

1800lm 

3600lm 

6000lm 

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

611x48x60mm

1211x48x60mm

1511x48x60mm

Angle Dimension

Ra≥80
IP65 IK08 IK10

WATER-PROOF FIXTURE

LED

120
 lm/W

Ra≥80
IP65

WATER-PROOF FIXTURE

LED

www.ultimo-lighting.com www.ultimo-lighting.com

1 2 3
3000K

CCT(DIP)

4000K 6500K



UL07J-H-06-9

UL07J-H-06-18

UL07J-H-12-18

UL07J-H-12-36

UL07J-H-15-24

UL07J-H-15-48

Item

9W

18W

18W

36W

24W

48W

1350lm 

2700lm 

2700lm

5400lm 

3600lm 

7200lm 

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

600x77x66mm

600x77x66mm

1200x77x66mm

1200x77x66mm

1500x77x66mm

1500x77x66mm

Angle Dimension

91 92www.ultimo-lighting.com www.ultimo-lighting.com

PC housing+PC diffuser.

Linkable.

Ra≥80
IP65 IK08

5years
 warranty

150
 lm/W

3years
 warranty

120
 lm/W

WATER-PROOF FIXTURE

LED

UL06R-H-06-12

UL06R-H-06-21

UL06R-H-12-24

UL06R-H-12-40

UL06R-H-15-33

UL06R-H-15-55

Item

12W

21W

24W

40W

33W

55W

1800lm 

3150lm 

3600lm 

6000lm 

4950lm 

8250lm 

Wattage Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

120º

120º

590x72x61mm

590x72x61mm

1180x72x61mm

1180x72x61mm

1480x72x61mm

1480x72x61mm

Angle Dimension

MW+
standby

Microwave sensor 

PC housing+PC diffuser.

Linkable.

100%, 75%, 50%, 25%

Max.10m

5s, 30s, 90s, 

5min, 20min, 30min

2lux, 10lux, 30lux,

50lux, off

Emergency(LiFePO4 Battery )

Charging time:

24hrs 

Working time:

3hrs Emergency

4W 500lm

LiFePO4  6.4V
3000mAh

230V

Ra≥80
IP65 IK08

5years
 warranty

150
 lm/W

3years
 warranty

100
 lm/W

1 2 3
3000K

CCT(DIP)

4000K 6500K

WATER-PROOF FIXTURE

LED



Aluminum.

1 phase, 3 wire/3 phase, 4 wire optional.

Color: White, Black.

LED

TRACK LIGHT

GU10 Track-TLGU4

Item

Max. 40W

Wattage

n/a

Lumen Volt

AC220-240V n/a Ф65xH20mm

Angle Dimension

3years

 warranty

LED TRACK LIGHT

PART 9

Ra≥80 IP20

94www.ultimo-lighting.com www.ultimo-lighting.com93



Aluminum.

1 phase, 3 wire/3 phase, 4 wire optional.

External isolated driver.

Color: White, Black.

COB.

Optic lens.

Aluminum.

1 phase, 3 wire/3 phase, 4 wire optional. 

External isolated driver.

Color: White, Black.

COB.

Optic lens.

LED-Track-SD6110

LED-Track-SD6120

LED-Track-SD6130

Item

10W

20W

30W

Wattage

620lm

1430lm

2450lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

15°/24°

15°/24°

15°/24°/36°

Ф50xH129mm

Ф66xH157mm

Ф77xH182.5mm

Angle Dimension

3years

 warranty

LED-Track-SD6230

LED-Track-SD6240

Item

30W

40W

Wattage

2570lm

3800lm

Lumen Volt

AC220-240V

AC220-240V

15°/24°/36°

15°/24°/36°

Ф81xH158mm

Ф90xH169mm

Angle Dimension

3years

 warranty

No 
flicker 

No 
flicker 

LED

TRACK LIGHT
LED

TRACK LIGHT

www.ultimo-lighting.com

Ra≥80 IP20
UGR<19

Ra≥80 IP20
UGR<19

Angle 15º Angle 24º Angle 36º Angle 15º Angle 24º Angle 36º

www.ultimo-lighting.com 9695



Aluminum.

1 phase, 3 wire/3 phase, 4 wire optional.

External isolated driver. 

Color: White, Black.

COB.

Optic lens.

97 98

LED-Track-STL30

Item

30W

Wattage

2400lm

Lumen Volt

AC220-240V 20° ~ 60° Ф72xH150mm

Angle Dimension

3years

 warranty

No 
flicker 

Angle
adjustable
20°~60°

LED

TRACK LIGHT
LED

TRACK LIGHT

Corner connector

Cross connector

Middle connector

Multi angle 
connector

Power input
head

Track rail

Triangle
connector

Ra≥80 IP20
UGR<19

Angle 20º Angle 60º~

www.ultimo-lighting.com www.ultimo-lighting.com
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LED

MAGNETIC TRACK LIGHT
SSM track rail + accessories

SMA

SMR rail 

SMA-1 SMA-2

SMB-1

SMAS-1 SMAS-2

SMB-2

SMR accessory SMR driver

SMB

SMAS

SMC

SMD

SME

www.ultimo-lighting.com www.ultimo-lighting.com
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AccessoryTrack Rail Driver

Middle Connector 
SMR-MC-B(W)
40x24x4mm1 Meter Rail

SMR1000-B(W)
1000x26.5x8mm

2 Meter Rail
SMR2000-B(W)
2000x26.5x8mm

3 Meter Rail
SMR3000-B(W)
3000x26.5x8mm

Vertical Connector
SMR-LC-B(W)
26.5x26.5x4mm

Power Input Head
SMR-IP-B(W)
39x24x4mm

Corner Connector
SMR-CC-B(W)
47.3x47.3x4mm

Triangle Connector
SMR-TC-B(W)
68x47.5x4mm

Cross Connector
SMR-XC-B(W)
68.5x68.5x4mm

Track Rail+Accessory

100W Driver
SMD100-B(W)
DC48V output
204x26x30mm

200W Driver
SMD200-B(W)
DC48V output
270x26x30mm

www.ultimo-lighting.com www.ultimo-lighting.com
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SMA-1 SMA-2

www.ultimo-lighting.com www.ultimo-lighting.com
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SMB-1 SMB-2

www.ultimo-lighting.com www.ultimo-lighting.com
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SMAS-1 SMAS-2

www.ultimo-lighting.com www.ultimo-lighting.com
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SMC

SMD

www.ultimo-lighting.com www.ultimo-lighting.com
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SME

SME

www.ultimo-lighting.com www.ultimo-lighting.com
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LED MIRROR LAMP

PART 10
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Aluminum base & PC cover.

2000W socket model available.
Integrated PC.

Multiple mounting solutions.

W300C36-1B

W400C36-1B

W600C36-1B

W780C36-1B

Item

6W

8W

12W

15W

Wattage

540lm

720lm

1200lm

1500lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120º

120º

120º

120º

300x108x48mm

400x108x48mm

600x108x48mm

780x108x48mm

Angle Dimension

IP44

W600S50

W900S50

W600S50-4D

W900S50-4D

Item

15W

20W

15W

20W

Wattage

1275lm

1700lm

1275lm

1700lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

140°

140°

140°

140°

600x53x65mm

900x53x65mm

682x59x66mm

982x59x66mm

Angle Dimension

IP44

WS50 WS50-4D

Built-in junction box Max.2000W Waterproof switch

Installation

WhiteChrome

Colors for end caps

White Black Chrome

Colors for end caps

Clamp Stand Wall

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80 Ra≥80

MIRROR LAMP
 

LED

MIRROR LAMP
 

LED



Integrated PC.

Heavy aluminun housing, qualified transparent PC diffusor.

Clean and minimalist design.

119 120

2314

2315

Item

16W

15W

Wattage

1600lm

1350lm

Lumen Volt

AC220-240V

AC220-240V

140°

140°

604x75x66mm

600x40x58mm

Angle Dimension

IP44

W300S45

W400S45

W450S45

W600S45

W770S45

W900S45

W1000S45

Item

5W

6W

7W

15W

18W

20W

20W

Wattage

425lm

540lm

630lm

1350lm

1710lm

1800lm

1800lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

120°

120°

120°

120°

300x46x43mm

400x46x43mm

450x46x43mm

600x46x43mm

770x46x43mm

900x46x43mm

1000x46x43m

Angle Dimension

IP44

2314

2315

Waterproof switch

WhiteChrome

Colors for end caps

Chrome Silver

Colors for end caps

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80

Ra≥80

MIRROR LAMP
 

LED

MIRROR LAMP
 

LED



TV Strip-USB1-5050-30-White

TV Strip-USB1-5050-30-R/G/B

TV Strip-USB1-5050-30-RGB

TV Strip-USB2-5050-30x2-White

TV Strip-USB2-5050-30x2-R/G/B 

TV Strip-USB3-5050-30x2-RGB

Item

2.5W

2.5W

2.5W

5W

5W

5W

18lm/LED

n/a

n/a

18lm/LED

n/a

n/a

90cm

90cm

90cm

50cmx2

50cmx2

50cmx2

DC 5V

DC 5V

DC 5V

DC 5V

DC 5V

DC 5V

Wattage Lumen Length/RollColor Voltage

3000K/4000K/5700K

R/G/B

RGB

3000K/4000K/5700K

R/G/B

RGB

122121

LED TV STRIP

www.ultimo-lighting.com www.ultimo-lighting.com

LED STRIP LIGHT
-TV STRIP

-AC/DC STRIP

-COB STRIP

Accessories

3M adhesive Each LED/cut

Ra≥80
IP54

30LEDs/meter.

Color: RGB, R/G/B, WW/CW/DL.

SMD5050

PART 11



SMD Strip-2835-60LED/M-White

SMD Strip-2835-60LED/M-R/G/B

SMD Strip-2835-120LED/M-White

SMD Strip-2835-120LED/M-R/G/B

SMD Strip-2835-180LED/M-White

SMD Strip-2835-180LED/M-R/G/B

Item

3.5W/M

3.5W/M

9.5W/M

9.5W/M

14.4W/M

14.4W/M

80lm/W

n/a

90lm/W

n/a

90lm/W

n/a

5M

5M

5M

5M

5M

5M

DC12V

DC12V

DC12V

DC12V

DC12V

DC12V

Wattage Lumen Length/RollColor Voltage

3000K/4000K/5700K

R/G/B

3000K/4000K/5700K

R/G/B

3000K/4000K/5700K

R/G/B

LED AC STRIP

Accessories

0.5M cable 
with plug

End cap Mounting clip

1m/cut

Accessories

3M adhesive

Adaptor

10cm/cut

SMD Strip-2835-60D/M-White

SMD Strip-2835-120D/M-White

Item

8W/M

12W/M

500lm/M

900lm/M

10M

10M

AC220-240V

AC220-240V

Wattage Lumen Length/RollColor Voltage

3000K/4000K/5700K

3000K/4000K/5700K

Ra≥80
IP65

Ra≥80
IP54

IP20

Straight
connector

124123 www.ultimo-lighting.com www.ultimo-lighting.com

60/120LEDs/meter.

Color: WW/CW/DL.

60/120/180LEDs/meter.

Color: R/G/B, WW/CW/DL.

SMD2835

LED DC STRIP

SMD2835



Accessories

End cap

(IP65)

Mounting clip

(IP65)

COB Strip-320LED/M-B-White

COB Strip-320LED/M-C-White

COB Strip-512LED/M-White

COB Strip-2x256LED/M-White

COB Strip-3x208LED/M-RGB

COB Strip-320LED/M-Blue

COB Strip-320LED/M-Green

COB Strip-320LED/M-Red

COB Strip-4x160LED/M-RGBW

Item

6W/M

12W/M

15W/M

9+9W/M

6+6+6W/M

12W/M

12W/M

12W/M

6+6+6+6W/M

600lm/M

1000lm/M

1500lm/M

900lm/M

n/a

n/a

n/a

n/a

n/a

5M

5M

5M

5M

5M

5M

5M

5M

5M

DC24V

DC24V

DC24V

DC24V

DC24V

DC24V

DC24V

DC24V

DC24V

Wattage Lumen Length/RollColor Voltage

3000K/4000K/5700K

3000K/4000K/5700K

3000K/4000K/5700K

2700K+5700K

RGB

Blue

Green

Red

RGBW

Ra≥90
IP65

IP20

SMD Strip-5050-30LED/M-RGB

SMD Strip-5050-60LED/M-RGB

SMD Strip-5050RGB+2835W-30+30LED/M

SMD Strip-5050RGBW-60LED/M

Item

3.5W/M

7.4W/M

5W/M

5W/M

n/a

n/a

n/a

n/a

5M

5M

5M

5M

DC12V

DC12V

DC12V

DC12V

Wattage Lumen Length/RollColor Voltage

RGB

RGB

RGB+W

RGBW

Ra≥80
IP54

IP20

3M adhesive

(IP20)

126125 www.ultimo-lighting.com www.ultimo-lighting.com

Accessories

3M adhesive

Adaptor

10cm/cut 5cm/cut

30/60LEDs/meter.

Color: RGB,  RGBW, RGB+W.

Uniform light, no darkness.

Color: R/G/B, RGBW, WW/CW/DL.

LED DC STRIP

SMD5050

LED COB STRIP

COB
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LED

CLASSIC BULBLED BULB

PART 12

www.ultimo-lighting.com
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LED-C37-5W

LED-C37-6W

LED-C37-7W

LED-C37-8W

Item

5W

6W

7W

8W

430lm

510lm

600lm

720lm

E14

E14

E14

E14

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

180°

180°

180°

180°

37x100mm

37x100mm

37x100mm

37x100mm

Angle Dimension

LED-G45-5W

LED-G45-6W

LED-G45-7W

LED-G45-8W

Item

5W

6W

7W

8W

430lm

510lm

600lm

720lm

E14/E27

E14/E27

E14/E27

E14/E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

270°

270°

270°

270°

45x78mm

45x78mm

45x78mm

45x78mm

Angle Dimension

www.ultimo-lighting.com www.ultimo-lighting.com

LED

CLASSIC BULB

LED

CLASSIC BULB

Ra≥80 Ra≥80

C37
G45 G45
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LED-A60-7W

LED-A60-9W

LED-A60-12W

LED-A60-15W

Item

7W

9W

12W

15W

600lm

820lm

1200lm

1500lm

E27

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

270°

270°

270°

270°

60x108mm

60x108mm

60x110mm

60x120mm

Angle Dimension

LED-G95-15W

LED-G120-20W

Item

15W

20W

1500lm

2050lm

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

270°

270°

95x135mm

120x170mm

Angle Dimension

G95 G125

www.ultimo-lighting.com www.ultimo-lighting.com

LED

CLASSIC BULB

LED

CLASSIC BULB

Ra≥80

Ra≥80

A60
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LED-GU10-5W

LED-GU10-6W

LED-GU10-9W

LED-GU10-5W-38°

LED-GU10-7W-38°

Item

5W

6W

9W

5W

7W

425lm

510lm

820lm

425lm

600lm

GU10

GU10

GU10

GU10

GU10

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

38°

38°

50x57mm

50x57mm

50x57mm

50x57mm

50x57mm

Angle Dimension

LED-R50-5

LED-R50-6

LED-R63-8

LED-R63-10

Item

5W

6W

8W

10W

400lm

510lm

720lm

940lm

E14

E14

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

120°

50x85mm

50x85mm

63x100mm

63x100mm

Angle Dimension

GU10 R50 R63GU10-38°

www.ultimo-lighting.com www.ultimo-lighting.com

LED

CLASSIC BULB

LED

CLASSIC BULB

Ra≥80

Ra≥80



T25x62

T25x62

T25x85

T25x85

T30x185-I

T30x185-W

T30x185-X

Item

1W

2W

2W

4W

3W

4W

6W

100lm

250lm

250lm

470lm

300lm

400lm

600lm

E14

E14

E14

E14

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

25x62mm

25x62mm

25x85mm

25x85mm

30x185mm

30x185mm

30x185mm

Dimension

T38x170

T38x210

T46x225

Item

17W

26W

40W

2800lm

4200lm

7200lm

E27

E27

E40

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

38x170mm

38x210mm

46x225mm

Dimension

T25x62
T38x210 T46x225

T25x85 T30x185-W

T30x185-XT30x185-I

135 136

LED 

FILAMENT

BULB

LED 

FILAMENT

BULB

Ra≥80

Ra≥70

www.ultimo-lighting.com www.ultimo-lighting.com
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T30x300-I

T30x300-W

T30x300-X

Item

6W

8W

10W

600lm

800lm

1200lm

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

30x300mm

30x300mm

30x300mm

Dimension

T30x225-I

T30x225-W

T30x225-X

Item

4W

6W

8W

400lm

600lm

800lm

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

30x225mm

30x225mm

30x225mm

Dimension

T30x300-W

T30x300-XT30x300-I

T30x225-W

T30x225-XT30x225-I

www.ultimo-lighting.com www.ultimo-lighting.com

LED 

FILAMENT

BULB

LED 

FILAMENT

BULB

Ra≥80Ra≥80



G45

G45

G45

Item

4W

5W

6W

470lm

600lm

720lm

E14

E14

E14

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

45x78mm

45x78mm

45x78mm

Dimension
T32

T32

T45

T45

T45

Item

2W

4W

2W

4W

6W

250lm

470lm

250lm

470lm

600lm

E27

E27

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

32x126mm

32x126mm

45x110mm

45x110mm

45x110mm

Dimension

139 140

T32 T45

G45

LED 

FILAMENT

BULB

LED 

FILAMENT

BULB

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80

Ra≥80



A60

A60

A60

A60

A60

A60

Item

4W

5W

6W

8W

10W

11W

470lm

600lm

720lm

1055lm

1300lm

1521lm

E27

E27

E27

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

60x105mm

60x105mm

60x105mm

60x105mm

60x105mm

60x105mm

Dimension

C35

C35

C35

CT35

CT35

CT35

CA35

CA35

CA35

Item

4W

5W

6W

4W

5W

6W

4W

5W

6W

470lm

600lm

720lm

470lm

600lm

720lm

470lm

600lm

720lm

E14

E14

E14

E14

E14

E14

E14

E14

E14

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

35x98mm

35x98mm

35x98mm

35x98mm

35x98mm

35x98mm

35x120mm

35x120mm

35x120mm

Dimension

141 142

C35 CA35

A60

CT35

LED 

FILAMENT

BULB

LED 

FILAMENT

BULB

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80

Ra≥80
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ST64

ST64

ST64

ST64

ST64

ST64

ST64

Item

4W

5W

6W

8W

10W

11W

470lm

600lm

720lm

1055lm

1300lm

1521lm

E27

E27

E27

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

64x140mm

64x140mm

64x140mm

64x140mm

64x140mm

64x140mm

Dimension

G80/G95/G125

G80/G95/G125

G80/G95/G125

G80/G95/G125

G80/G95/G125

G80/G95/G125

Item

4W

5W

6W

8W

10W

11W

470lm

600lm

720lm

1055lm

1300lm

1521lm

E27

E27

E27

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

80x115mm/95x140mm/125x175mm

80x115mm/95x140mm/125x175mm

80x115mm/95x140mm/125x175mm

80x115mm/95x140mm/125x175mm

80x115mm/95x140mm/125x175mm

80x115mm/95x140mm/125x175mm

Dimension

G80

G95

G125

LED 

FILAMENT

BULB

LED 

FILAMENT

BULB

www.ultimo-lighting.com www.ultimo-lighting.com

Ra≥80 Ra≥80



G9COB-002

G9COB-005

Item

2.2W

4W

250lm

450lm

G9

G9

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

360°

360°

14.5x60mm

14.5x60mm

Angle Dimension

145 146

G9COB-002

LED

SPECIAL

BULB

Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com

LED 

SPECIAL BULB
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G9SL-004

G9SL-002

Item

2W

3.3W

170lm

330lm

G9

G9

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

270°

270°

16.5x48mm

16.4x60.2mm

Angle Dimension
G9TC-014-dimmable

G9TC-027-dimmable

G9TC-019-dimmable

G9TC-013-dimmable

Item

3.2W

3.5W

3.7W

6W

300lm

320lm

360lm

600lm

G9

G9

G9

G9

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

360°

360°

360°

360°

16x49mm

17x50mm

19x55mm

21x70mm

Angle Dimension

G9SL-002G9SL-004G9TC-014 G9TC-013

G9TC-027 G9TC-019

www.ultimo-lighting.com www.ultimo-lighting.com

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80

Ra≥80



G9TC-022

G9TC-023

G9TC-024

G9TC-025

G9TC-026

Item

3.5W

4W

4.8W

5.5W

6W

350lm

400lm

470lm

550lm

600lm

G9

G9

G9

G9

G9

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

360°

360°

360°

360°

360°

16x49mm

17x55mm

16x60mm

17x65.5mm

21x69mm

Angle Dimension

G9SL-005

G9SL-006

G9SL-007

Item

2W

3W

4W

200lm

300lm

350lm

G9

G9

G9

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

360°

360°

360°

16x45mm

16x54.5mm

16x65mm

Angle Dimension

149 150

G9TC-022

G9TC-023 G9TC-024 G9TC-025

G9TC-026

G9SL-005 G9SL-007

G9SL-006

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80

Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com



G9SL-008

G9SL-009

G9SL-010

Item

3.5W

4.2W

5W

300lm

380lm

450lm

G9

G9

G9

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

360°

360°

360°

20x49mm

20x59mm

20x69mm

Angle Dimension

E14TC-004   

E14TC-001

E14TC-006

Item

2W

3.5W

3.5W

180lm

300lm

300lm

E14

E14

E14

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

270°

270°

270°

22x51mm

18x51mm

26x60mm

Angle Dimension

151 152

G9SL-008

E14TC-004 E14TC-006

E14TC-001

G9SL-009

G9SL-010

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80 Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com



E14SL-003

E14SL-007

Item

2.5W

3W

230lm

260lm

E14

E14

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

270°

270°

25x58mm

22x60mm

Angle Dimension

E14TC-016

E14TC-019

Item

4W

6W

400lm

600lm

E14

E14

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

360°

360°

17x58.5mm

21x73mm

Angle Dimension

153 154

E14TC-016 E14TC-019

E14SL-003 E14SL-007

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80 Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com



G4SL-001

G4SL-002

Item

1.3W

1.7W

120lm

160lm

G4

G4

Wattage Lumen Cap Volt

AC/DC 12V

AC/DC 12V

270°

270°

12x37.5mm

16.2x45.2mm

Angle Dimension

G4SL-008

Item

2W 160lm G4

Wattage Lumen Cap Volt

AC/DC 12V 180° 30x40mm

Angle Dimension

155 156

G4SL-001 G4SL-002
G4SL-008

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80

Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com



G4TC-001

G4TC-002

G4TC-003

Item

2.2W

3.5W

4.5W

240lm

340lm

450lm

G4

G4

G4

Wattage Lumen Cap Volt

AC/DC 12V

AC/DC 12V

AC/DC 12V

360°

360°

360°

16x42.7mm

16x46.6mm

16x57mm

Angle Dimension

G4SL-004

G4SL-005

G4SL-006

Item

2W

2.5W

3.5W

200lm

230lm

340lm

G4

G4

G4

Wattage Lumen Cap Volt

AC/DC 12V

AC/DC 12V

AC/DC 12V

270°

270°

270°

16x37mm

16x47mm

16x57mm

Angle Dimension

157 158

G4TC-001 G4TC-003

G4TC-002

G4SL-004 G4SL-006

G4SL-005

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80 Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com



G4GJ-005

G4GJ-009

G4GJ-013

Item

1.2W

1.6W

1.8W

112lm

170lm

210lm

G4

G4

G4

Wattage Lumen Cap Volt

AC/DC 12V

AC/DC 12V

AC/DC 12V

270°

270°

270°

11x34mm

10.2x38mm

13x38mm

Angle Dimension

G4GJ-008

G4GJ-014

Item

1.5W

1.8W

150lm

230lm

G4

G4

Wattage Lumen Cap Volt

AC/DC 12V

AC/DC 12V

270°

270°

10.2x38mm

13x38mm

Angle Dimension

159 160

G4GJ-005

G4GJ-009

G4GJ-013

G4GJ-008 G4GJ-014

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80 Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com



R7S-78-002

R7S-78-006

R7S-118-006

Item

5W

8W

13.5W

500lm

900lm

1700lm

R7S

R7S

R7S

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

360°

360°

360°

23x78mm

28x78mm

28x118mm

Angle Dimension

R7S-78-COB003

R7S-118-COB003

Item

4.5W

8W

500lm

900lm

R7S

R7S

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

360°

360°

16x78mm

16x118mm

Angle Dimension

161 162

R7S-78-002

R7S-78-006

R7S-118-006
R7S-78-COB003 R7S-118-COB003

LED

SPECIAL

BULB

LED

SPECIAL

BULB

Ra≥80

Ra≥80

www.ultimo-lighting.com www.ultimo-lighting.com
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LED 

PROFESSIONAL BULB

www.ultimo-lighting.com www.ultimo-lighting.com



LED-T80-15

LED-T80-20

LED-T100-30

LED-T120-40

LED-T140-50

Item

15W

20W

30W

40W

50W

1500lm

2050lm

3200lm

4300lm

5400lm

E27

E27

E27

E27

E27

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

80x135mm

80x135mm

100x165mm

120x191mm

140x226mm

270°

270°

270°

270°

270°

DimensionAngle

LED-PLS-G23-3.5

LED-PLS-G23-4

LED-PLS-G23-6

LED-PLC-G24D-1-5

LED-PLC-G24D-1-6

LED-PLC-G24D-2-7

LED-PLC-G24D-3-9

LED-PLT-GX24D-1-6

LED-PLT-GX24D-2-7

LED-PLT-GX24D-3-9

Item

3.5W

4W

6W

5W

6W

7W

9W

6W

7W

9W

400lm

500lm

700lm

600lm

700lm

800lm

1100lm

700lm

800lm

1100lm

G23

G23

G23

G24D-1

G24D-1

G24D-2

G24D-3

GX24D-1

GX24D-2

GX24D-3

Wattage Lumen Cap Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

135x32.3mm

165x32.3mm

220x32.3mm

110x35mm

148x35mm

148x35mm

171x35mm

132x38mm

132x38mm

147x38mm

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

DimensionAngle

Wide application: workshop, garage, booth, etc.

Type B.

G23/G24D: PC.

GX24D: PC+Aluminum.

165 166

LED 

HIGH WATT

BULB

LED 

PL LAMP

Ra≥80

Ra≥80

T80G23 G24D GX24D T140T100 T120

www.ultimo-lighting.com www.ultimo-lighting.com
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LED-Olive-C-30-ED90

LED-Olive-C-40-ED90

LED-Olive-C-50-ED105

LED-Olive-C-60-ED105

LED-Olive-C-60-ED120

LED-Olive-C-70-ED120

LED-Olive-C-80-ED120

Item

30W

40W

50W

60W

60W

70W

80W

3600lm

4800lm

6000lm

7200lm

7200lm

8400lm

9600lm

E27

E27

E27

E27

E40

E40

E40

Wattage Lumen Cap Volt Angle

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

270°

270°

270°

270°

270°

270°

270°

90x220mm

90x220mm

105x260mm

105x260mm

120x290mm

120x290mm

120x290mm

Dimension

High lumen efficacy, replace HID lamp.

Nice olive design.

High lumen efficacy, replace HID lamp.

Nice olive design.

IP20

LED-Olive-B-30

LED-Olive-B-40

LED-Olive-B-50

LED-Olive-B-60

LED-Olive-B-70

LED-Olive-B-80

Item

30W

40W

50W

60W

70W

80W

3200lm

4300lm

5400lm

6500lm

7600lm

8800lm

E27

E27

E27

E27/E40

E27/E40

E27/E40

Wattage Lumen Cap Volt Angle

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

270°

270°

270°

270°

270°

270°

98x223mm

98x223mm

110x255mm

110x255mm

126x296mm

126x296mm

Dimension

IP20

www.ultimo-lighting.com www.ultimo-lighting.com

LED 

OLIVE BULB

LED 

OLIVE BULB

Ra≥80

Ra≥80

Olive-COlive-B
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LED

SMART
PANEL LIGHT

Smart-P2-MR-6'-12-CCT

Smart-P2-MR-8'-18-CCT

Smart-P2-MS-6'-12-CCT

Smart-P2-MS-8'-18-CCT

Item

12W

18W

12W

18W

Wattage

840lm

1260lm

840lm

1260lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

120°

120°

120°

120°

Φ170x35mm

Φ225x35mm

170x170x35mm

225x225x35mm

Angle Dimension

Ra≥80 IP20
Dimmable

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

www.ultimo-lighting.com www.ultimo-lighting.com

LED SMART LIGHT

PART 13

alexa

Works with:

google
assistant

CCT

3000K-6500K
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Smart-C37-4.5-CCT

Smart-C37-4.5-RGB+CCT

SmartGU10-4.5-CCT

Smart-GU10-4.5-RGB+CCT

Smart-A60-9-CCT

Smart-A60-9-RGB+CCT

Smart-A70-10-CCT

Smart-A70-10-RGB+CCT

Item

4.5W

4.5W

4.5W

4.5W

9W

9W

10W

10W

Wattage

350lm

350lm

350lm

350lm

820lm

820lm

1050lm

1050lm

Lumen CapVolt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

E14/E27

E14/E27

GU10

GU10

E27

E27

E27

E27

200°

200°

120°

120°

200°

200°

200°

200°

37x107mm

37x107mm

50x55mm

50x55mm

60x113mm

60x113mm

70x133mm

70x133mm

Angle Dimension

Ra≥80
Dimmable

LED

SMART
BULB

LED

SMART
FILAMENT BULB

C37 GU10 A60 ST64 G95/G125A60 A70

Smart-Filament-A60-7-CCT

Smart-Filament-ST64-5-CCT

Smart-Filament-G95-5-CCT

Smart-Filament-G125-7-CCT

Item

7W

5W

5W

7W

Wattage

806lm

470lm

470lm

806lm

Lumen CapVolt

AC220-240V

AC220-240V

AC220-240V

AC220-240V

E27

E27

E27

E27

360°

360°

360°

360°

60x112mm

64x139mm

95x135mm

125x178mm

Angle Dimension

Ra≥80
Dimmable

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

RGB
CCT

3000K-6500K

CCT

3000K-6500K
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LED

SMART
CEILING LAMP

LED

SMART
CEILING LAMP

Smart-CLSL-18R-D340-CCT

Smart-CLSL-24R-D390-CCT

Smart-CLSL-36R-D480-CCT

Item

18W

24W

36W

Wattage

1400lm

1920lm

2880lm

Lumen Volt

AC220-240V

AC220-240V

AC220-240V

170°

170°

170°

Φ340x65mm

Φ390x65mm

Φ480x70mm

Angle Dimension

Ra≥80 IP20
Dimmable

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

CCT

3000K-6500K

Smart-5336-42-WIFI

Smart-5336-42-Bluetooth

Item

42W

42W

Wattage

3780lm

3780lm

Lumen Volt

AC220-240V

AC220-240V

120°

120°

Φ390x58mm

Φ390x58mm

Angle Dimension

Ra≥80 IP20
Dimmable

CCT

3000K-6500K
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LED

SMART
PARTY STRING

LED

SMART
STRIP

Smart-G50-10-5T-Milky

Smart-G50-10-5T-Clear

Item

5W

5W

Wattage

RGB

RGB

Color Volt

AC220-240V

AC220-240V

5M

5M

3M

3M

10pcs

10pcs

String Length Extend Length Bulb Qty

Ra≥80

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

alexa

phone

google
assistant

APP Control

Voice Control

Smart life

RGB

Smart Strip-5050-30LED/M-RGB

Smart Strip-5050+2835(30+30+30)LED/M-RGBW

Item

18W

18W

Wattage

RGB

RGB+WW+CW

Color Volt

 DC24V

 DC24V

20CM

20CM

5M

5M

Length/Cut Length/Roll

3M adhesive 20cm/cut

IP44
Ra≥80 RGB

IP44

Smart-G50-10-5T-Milky Smart-G50-10-5T-Clear
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